
  15.0mm
0.59in

  

0.8mm [0.03in] WIDE SLOT
FOR USE WITH 
SPW602 & SPW801 SPANNER WRENCHES

  30.0mm
1.18in

  

SM1[ 1.035in-40] SERIES INTERNAL THREAD THRU
SM1RR RETAINING RING (INCLUDED)
2.0mm [0.08in] THICK

22.9mm [ 0.90in] MAX CLEAR APERTURE
 7.0mm [0.28in] MAXIMUM OPTIC THICKNESS

  15.0mm
0.59in

  

  7.8mm
0.31in

  

  40.6mm
1.60in

  

TABS ALLOW FOR SNAP ON 
INSTALLATION / REMOVAL
WITHIN 30mm CAGE SYSTEM

  10.4mm
0.41in

    8.3mm
0.33in

  

ROD-LOCKING SCREW
1.3mm [0.05in] HEX

BOTH SIDES

  11.4mm
0.45in

  

CL

LASER-ENGRAVED SCALE
MARKED EVERY 5  

ROTATION-LOCKING SCREW
1.3mm [0.05in] HEX

  3.2mm
0.13in

  

30.0mm [ 1.18in] ROTATING 
OPTIC CELL

  46.2mm
1.82in

  

CL

14.5mm [ 0.57in] KNURLED THUMBSCREW
PROVIDES 360  CONTINUOUS MANUAL ROTATION
OF 25.4mm [ 1.00in] OPTIC CELL

  14.0mm
0.55in

  

  7.0mm
0.28in

  

  5.0mm HEX SOCKET  

  20.3mm
0.80in

  

LASER-ENGRAVED WITNESS LINE
2 PLACES, 180  APART

A

CP360R/M
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APPROVAL REV
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ITEM # APPROX WEIGHT
N/A

0.019 kg
VALUES IN PARENTHESIS ARE CALCULATED
AND MAY CONTAIN ROUNDOFF ERRORS

DRAWING
PROJECTION

NAME

FOR INFORMATION ONLY 
NOT FOR MANUFACTURING PURPOSES

METRIC 30mm CAGE-SM1
ROTATABLE LENS CELL
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